
FM-05 

FD-10

512 Hz Mini DuraSonde Transmitters
For locating in cast iron and non-metallic

• Battery caddie and 2-357 button cell batteries included. 
• Drophead is included with female 12-24 threaded end
• Easily attaches to a 3/16” pushrod
• Water tight 
Specs
Frequency 512 Hz

Dimensions 5/8” W x 1-1/2” L with drophead

Line size 3/4” and 1-1/4” P-traps

Range 5 feet in cast iron 
7 feet in nonmetallic 
Range is determined under best conditions using a Prototek Receiver

Signal tone Continuous 
Battery One 357 button cell battery

• Stainless Steel head for durability
• Watertight 
• Brass battery cap and 2 N cell batteries included
• 5/16-18”  female end dropcap available for use with 1/4” pushrods. (sold separately)
Specs
Frequency 512 Hz
Dimensions 3/4” W x 2-3/4” L
Line size 2 inches and up
Range 10 feet in cast iron

15 feet in nonmetallic
Range is determined under best conditions using a Prototek Receiver

Signal tone Continuous 
Battery 1 N cell alkaline battery

The smallest snakable transmitters in our 512Hz line. These mini transmitters still have the power to get the job 
done.  The FM-05 will help you locate in 3/4 inches cast iron and nonmetallic lines and allow you to pass through 

P-traps and tight elbows. The  FD-10 is perfect for locating in lines as small as 2 inches.


